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NOTE

This Green Book contains many valid views of SFDU operations, and
shoul d prove to be useful to agencies and SFDU i npl enentors as an
overvi ew of the main concepts. It should be viewed as a pl anning
docunment of a concept that is currently in the process of
evol uti on and devel opnent. An agency may adopt its own unique
conceptual views of SFDUs provided that agency SFDU
I npl ementation conform to the SFDU data definition and data
formatting interchange standards specified in the applicable
CCSDS Panel 2 approved reconmendati ons (Bl ue Books).
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FOREWORD

This docunent is a report on space data systens operations with
Standard Formatted Data Units (SFDUs). It has been prepared by
CCSDS Panel 2, Standard Data |nterchange Structures (SDI'S). The
reader should refer to the glossary to ensure a proper
under st andi ng of the term nol ogy used herein.

The docunment explains the rationale for operations wth SFDUs,
the initial operational requirenents for SFDUs, and the ngjor
benefits to be expected from operations w th SFDUs.

The concept of "open" systens versus "closed" is enphasized and
several space m ssion scenarios, each "opened up" at different
poi nts, are presented.

To define operations with SFDUs neans to descri be how SFDU dat a
format definitions are created, how instances of SFDUs are
created, stored, transferred to their wusers and finally
interpreted by themto obtain the data they are interested in
which is a goal of a space data system

Each of these phases of operations with SFDUs requires

I mpl ement ati on consi derations. These considerations are
essential in order to proceed to concrete applications of the
concept. The inplementations of the concept will evolve as

practical experience is gained and technol ogy advances.

The reader of this docunment is encouraged to becone famliar with
the term nol ogy used in the | SO Reference Mdel of Open Systens
I nterconnection (OSl).

Docunentation related to SFDUs and SFDU concepts prepared by the
CCSDS cones in four col ours:

Bl ue Books: Recomrendati ons which reflect nenber Agency con-
sensus on future technical direction and provide a basis for
formal Agency-internal standards;

Red Books: Draft Recommendati ons whi ch have been approved by the
SDI'S Panel and are ready for extensive, formal, Agency-w de
revi ew.

VWi te Books: Internal docunents which serve as a baseline for
further panel-internal discussion and contain the first drafts of
items that may becone future Recomendations. Starting in 1987
VWi te Books are not referenced in the official CCSDS docunents
(Blue, Red, and Geen) which are provided with a CCSDS Docunent
No.

G een Books: Reports fornmulated wholly within a panel at CCSDS

that typically provide the rationale for reconmendations and
background i nformati on on rel ated probl ens and issues;

| SSUE- 5 i February 1987
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In addition, the CCSDS has a procedures manual (Reference [I])
that describes its conposition and goals, defines various
internal adm nistrative protocols and procedures, and descri bes
protocols and procedures that facilitate the incorporation of its
Reconmendati ons i nto Agency data systens.

The follow ng documents on SFDUs and SFDU concepts have been
pr oduced.

1. Space Data Systens Operations with Standard Formatted Data
Units: System and | nplenmentati on Aspects (G een Book, Issue
5, February 1987; this docunent) describes the purpose of
SFDUs, presents scenarios of the use of SFDUs to exchange
data, and di scusses desi gn consi derati ons.

2. Standard Formatted Data Units - Structure and Construction
Rul es (Red Book, Issue 2 February 1987) - describes the
abstract structure, type-Iength-value encoding, and concrete
syntax for SFDUs and suppl enentary dat a.

The follow ng work | eading to docunents i s underway:

1. Requi rements for Data Descriptive Languages - specifies
requirenments for data format definition |anguages derived
from analysis of existing data formats and from abstract
data nodel s, and includes assessnents of currently avail able
DDLs.

2. Requi rements for SFDU Format Catal ogs and Data Dictionaries
- describes the automated facilities necessary to support
the use and reuse of common data format specifications.

3. SFDU Control Authority Procedures - identifies current
Control Authorities, describes their responsibilities, and
establishes guidelines to facilitate the exchange of
i nformati on.

4. SFDU Exchange Protocols - Specifies the protocols to be used
for SFDU exchanges in heterogeneous environnments. These
are, for exanple, conmunication protocols, protocols to go

from logical levels to physical levels, and standard
representation of data types (e.g., integer, floating
poi nt).
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1. RATI ONALE
1.1 STATEMENT OF THE PROBLEM

In space data systens applications, a principal objective is to
make many types of data readily available to users. Frequently it
is difficult for users to know what data are available, or to
| ocat e adequate descriptions of the data. Even after the data and
adequate definitions are located, it is often costly for users to
wite interface prograns to interpret the data and prepare them
for further analysis by applications software.

The above situation cones about fromtwo characteristics of nost
space data:

(a) The received data do not contain any information about their
format nor their representation, and therefore their |inkage
to an external format description can be easily |ost.

(b) The data formats and representations are not defined in any
standard conputer-interpretable way, so that even if the
data format is known, mamnual translation is required to
interpret it.

In typical space data systens projects, systenms engineers wite
Interface Control Docunents defining all the data which the
project requires to cross each of its interfaces. This works
satisfactorily if the interfaces are sufficiently sinple and few
in number. However this traditional approach has often forced
agenci es which provide services for several projects to deal with
a proliferation of data formats and structures.

When projects have to "open up" their data systens due to
expansi on of their user population, or when a service provider
offers service to many different projects, or when users need
data from several projects (especially when the projects no
| onger exi st and the data have not been subnmitted to an archive,
as is the case for nuch still-valuable space data), the data
frequently becane difficult or inpossible to interpret, because
of characteristics (a) and (b) above.

Currently used technical approaches to providing open data
systenms have not addressed this problem SFDUs are a data
structuring technol ogy and operati onal approach which prom ses to
hel p solve this problem

The fundanmental purpose of the SFDU is to facilitate the exchange
of scientific and technical data. The SFDU acconplishes this
pur pose by:

1. Facilitating the manual, and enabling the automated,

exchange of space data in a heterogeneous data processing
envi ronnent .
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Reducing the time, effort, and costs associated w th having
to accomodate many different formats serving the same or
simlar functions. These redundancies are encountered as a
consequence of (I) the wuncontrolled proliferation of
redundant formats, (2) the software devel opnent associ ated
wi th the support of redundant formats, and (3) the required
conversions to new conputers as a function tine.

Extending the useful lifetime of the data by assuring that
t he docunentation of its formand content is recoverable for
as long as the data are of potential val ue.

Al l ow ng the automatic "parsing"” of the interchanged data
(in order to reduce errors, increase speed, reduce effort,
and reduce costs.)

Facilitating, and in some cases enabling, the managenent of
the anticipated | arge volunes of data, and their associ ated
data descriptions, fromfuture space projects.

Permtting the efficient establishnment and preservation of
audit trail information.

To acconplish these purposes, SFDUs and/or the SFDU concept nust
be able to:

1
2.

10.

Carry any type of digital data.

Accommpdate data that is already in a standardized format,
but which is different from and was not originally
conpatible with the present SFDU gui del i nes.

Provide a nethod of allowing for the future evolution of the
SFDU st andards, w thout invalidating past versions.

M nim ze data processing for processing-tinme-limted
appl i cati ons.

Provide for the global recognition of an SFDU i nstance.

Provide for the global identification of the format of an
SFDU i nst ance.

Provide for the physical separation of an SFDU i nstance from
its format definition w thout introducing anmbiguity.

Provide the ability to locate and delimt any structura
el ement of an SFDU

Provide for the identification of conmmpbn cl asses of data to
support processing efficiency.

Al'low for the inclusion of appended data when desired.
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Additional attributes felt to be useful, but not necessary for
all SFDUs, are to:

1. Provide the ability to easily identify the beginning and the
end of an SFDU.

2. Provide the ability of an SFDU instance to carry its own
format definition.

3. Provide for an Error Correcting Code file to be used if
desi red.

4. Identify the sender of the SFDU.

5. Identify the recipient of the SFDU.

6. Provide for the identification of the specific SFDU i nstance
bei ng sent.

7. Provide fields for the date, and time, that the sender

pl aced the request to send the data.
8. Provide a field for the handling of priority of the SFDU.

9. Provide fields for describing the intent of the SFDU (e.g.,
info, action, etc.).

10. Provide fields for action requests from the recipients
(e.g., acknow edgenent requested, etc.).

1.2 SFDU CONCEPT

The SFDU concept defines interprocess data objects whose formats
are described in a standard way for ease of identification and
interpretation. Each SFDU is an individual conceptual object,
consisting of a standardized | abel and data content, which is
sent from an "originator" to a "recipient". This concept is
depicted in Figure 1-1.

Each SFDU i nstance contains a globally interpretable unique data
format identifier in the |abel portion which refers to a unique
data format definition witten in a formal |anguage. The
definitions are available fromthe Control Authority (CA) that
regi stered the specific format. A data interpretation program can
be devel oped manually from the formal data definition; or a
general purpose interpreter can be used with the fornmal data
definition to provide automated access to the data.
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ORIGINATOR'S RECIPIENT'S
END END
* LABELS

DATA

TRANSFER

Figure 1-1. SFDU I nterchange

The SFDU concept contains five nmain el enents:
(a) SFDU data format definition:

The data format definition of an SFDU is specified in a data
descriptive record (DDR) using a formal | anguage capabl e of
being interpreted automatically by a conputer. The user does
not need to have a programer read a definition of the
format in a human | anguage and wite a conputer programto
interpret the data. This allows an application programto
consi der an SFDU as a high-level structured data object, and
be i ndependent of variations in the bit-level detail, i.e.,
exhi bit data i ndependence. The data format definition of an
SFDU nmay be obtained fromthe CA that registered the DDR

The responsible CA is identified within the |abel part of
the SFDU. The CA maintains a data dictionary containing
information describing its SFDU data format definitions.

This makes it easy to locate data definitions and
descriptions of interest.

(b) SFDU i nstance generation:

As needed, originators generate SFDU instances which conform
to the appropriate SFDU data format definitions. An
originator may be associated with a prinmary data source such
as a space instrunment, or with a secondary source such as an
archive. SFDUs may be generated systematically, such as when
a space center is transmtting data to another center or end
user, or it may be a catal ogue of interest to the user. The
generation of a |abel which, as a mninmum identifies itself
as an SFDU and gives the |abel version, the CA the data
object class, the DDR ID, and the length of the SFDU
i nstance.
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(c) SFDU Service:
Each source of SFDUs provi des access to its SFDU services.

For a concept where a CA agent hol ds  SFDU
definitions/descriptions, such a service offers the
foll owi ng operational features:

- A capability to accept requests for SFDU data format
definitions by neans of a request procedure (possibly
st andar di zed) .

- A capability to deliver these formats in the formof a
specific SFDU i nstance as expl ai ned above. See (a).

- A capability to annotate deliveries so that they can be
associated with particul ar requests.

For a service agent that also has the ability to deliver
SFDU i nst ances:

- A capability to accept requests for SFDU instances in
the defined formats which have been previously
request ed and del i vered.

- A capability to deliver SFDU instances in response to
the previous requests.

SFDU i nstances are handed over to a conmunications system
whi ch guarantees to deliver them semantically unaltered to
the SFDU requester.

Requesters of SFDU data format definitions and SFDU
I nstances nmay use a communication system which is nore
suitable for relatively |low data rates and interactive
procedures, provided the volune of instances requested is
not excessive.

(d) SFDU Comuni cations and st orage:

Communi cati ons and storage domains are theoretically
transparent to SFDUs.

The data content created at the SFDU origi nati ng system by
an application process is delivered in a semantically
unaltered formto the peer level of the recipient system
regardl ess of the transm ssion and storage neans. For
conmuni cati on of SFDUs, in ternms of the | SO Reference Mde

of OSI, SFDUs are originated by an application process and
passed to the Application Layer (layer 7), thus establishing
a communi cation request. Although what happens in the
comuni cation path is not directly of concern to the SFDU
domai n, communi cation protocols and physical storage
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representation are inportant aspects of any practical
i npl ementati on of the SFDU concept. It is also to be noted
that syntactic transformati ons or conversions may take pl ace
at the Presentation Layer |eaving unaltered the semantic
content of an SFDU. An archive may contain data in any
internal formso long as the data presented to the recipient
on retrieval fromthe archive is in its registered SFDU
format .

More specifically, when a requester of SFDU instances
receives them via exchange of a physical storage nedium
(e.g., magnetic tape, optical disk), the mapping of the SFDU
instances to the physical structure of the medium and the
characteristics of the nediumrequired for interchange, nust
al so be provided. One approach to solving this problemis to
physically attach a nessage containing the additional

information to the exterior of the physical nedium This
information is then used to manually configure the system
i nput/output calls used to access the physical nmedium Once
the | ogical structure has been extracted from the physical

structure, the automatic SFDU interpretation using the DDR
can begin. This interpretation nust, however, provide for

the automated translation of |owlevel data structures, such
as floating point words, to a representation useable in the
recipient's system

(e) SFDU interpretation:

When an SFDU instance is received, it can be interpreted
automatically if it contains a unique identification of its
format, which is defined in a formal |anguage. The user
does not need prior know edge of the format of the data; the
specific format is identified through the CA and DDR
identifier (ADI), within the SFDU received. This nmakes the
SFDU i nstance potentially accessible to all users.

It is to be noted that data format definition contained in
the DDR and instances of this format my be stored in
physically separated | ocations.

The SFDU al so carries CCSDS/ SFDU i dentification, through the
control authority identifier, to facilitate operations in
the current environnment, which is not fully conpatible with

the OSI 7-layer conmunications nodel. It is expected that
general purpose interpretation software will be devel oped
that will wuse the DDR, witten in an approved data

descriptive | anguage (DDL), to access the data and present
it to user applications progranms for further analysis.

1.3 USES AND BENEFI TS OF SFDUs

Sone space mssions may have to be supported by different
organi zations. This involves exchange of data between these
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organi zations. Wth respect to the final utilization of data or
of a service, several exanples of applications can be given:

- Scientific projects, where a user comunity receives data
col |l ected by sonme experinments which constitute the payl oad
of the spacecraft concerned.

- Scientific projects, where data are exchanged anong nenbers
of the user community in an unschedul ed manner.

- Application projects where a user community receives,
t hrough a regularly schedul ed service, sone well identified
data products. Typical of this category are, for exanple,
the meteorol ogi cal products delivered from neteorol ogi ca
satellites.

- Application projects where data systematically collected
froma spacecraft are catal ogued, are archived into a data
base, can be retrieved, and are nade avail able to custoners
on request through an organized service. Typical of this
category are earth observation data.

The technique of using SFDUs is intended to inprove the way in
whi ch data are exchanged and is particularly indicated when one
or nore of the follow ng conditions apply:

- Cross-support is needed between different organizations for
m ssi on operations.

- The user conmmunity is made up of several nenbers each of
whom is entitled to get data products and each of whom
intends to further analyze and process the data on their own
conmputer facilities.

- The user community is open, in the sense that a new nenber
not known a priori may join the conmmunity at any tinme, even
several years after data acquisition

- Oiginators and recipients of the data do not belong to the
same organi zation and are not physically resident on the
same site.

- An organization is using comon facilities to support
several projects at the sanme tinme. Each individual project
may or may not belong to the sane agency organi zation.

In cases such as the above, the follow ng benefits of using SFDUs
may be expected as inplenentations of the concept evol ve:

- A key feature of SFDUs is the capability for recognizing and
unpacking the data content automatically, wth conputer
software, by neans of the format definition witten in an
agreed-to formal DDL. This would allow a user who needs to
receive data from various locations or from various
di sciplines to invest only once in wuniversal data
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interpreters or decoders. This software could be utilized by
several different centers.

- SFDU data format definitions can be stored and retrieved
automatically using data dictionaries. This would result in
reduced proliferation of data formats, and inproved data
archiving and distribution services.

- This SFDU concept hel ps solve the managenent problem of
interpreting the content of stored data, e.g., in a tape
library, and retrieving thema long tine after they were
archived. Frequently, it is difficult to find an appropriate
description of the format, and the people responsible for
the inplementation of the archive have |eft. Under the SFDU
concept the formatting aspects of the problens would be
br ought under control.

- Scientists often need to make correlations of data from
mul tiple sources and fromdifferent disciplines. The use of
SFDUs would mark a substantial step forward toward a
satisfactory solution of this problemof great interest for
many scientific communities.

- W despread inplenentation of SFDUs by space agencies wl
encourage nulti-national space mssions by facilitating
agency cross-support with potentially significant cost
savings and allow ng i nproved scientific cooperation.

- Agenci es which provide service to several projects can use
t he sane standardi zed hardwar e/ sof t war e.

- The SFDU concept may al so be of value to other communities
out si de the space data conmunity.
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2. SPACE M SSI ONS W TH SFDUs

2.1 | NTRODUCTI ON

This section gives a broad operational description of how SFDUs
woul d be used in typical space m ssions. The SFDU focus within
CCSDS is on mssion concepts which involve nulti-national
partici pation.

The follow ng scenarios of space mssions give sone idea of
possi ble utilizations of SFDUs. They are described in order to
provi de exanples of the general concepts of SFDUs outlined in
Section 1.

In order to illustrate potential SFDU applications for space
m ssions, an extrenely sinplified mssion nodel has been
devel oped. Its only purpose is to denonstrate various degrees of
"openness” of a space project achievable using SFDU techni ques.
Connecti ons between functions which are unlikely to becone access
points to the system have been intentionally omtted. The
scenari os presented may be combined into a conpletely "open”
m ssi on nodel .

2.2 "CLOSED' VERSUS " COPEN' SYSTEMS
Definitions

A "cl osed" systemis a systemwith its own private data formats
and protocols which it uses internally and does not share on a
br oader basi s.

An "open" systemis one which uses publicly available formats and
protocols so that, in theory at |east, anyone can communi cate
with the "open" systemby follow ng the "open" system standards.
It should be noted that "open"” does not inply an uncontrolled or
unrestricted access to the data.

SFDUs in "C osed"/"Open" Systens

In space data systens the portions of a system which are "open”
or "closed" for a particular project depend on project
requi renents and i npl enent ati ons.

For exanple, the "closed" part may conprise the project data
system for generation at the source (i.e., onboard the
spacecraft), mssion command and control, and data capture in a
hol ding area. In this "closed" part private formats and protocols
could be used; these could, however, also be SFDUs and the
protocols used could be standardized ones not accessible to
ext ernal users.

Agencies' nulti-mssion systens (facilities which support several
projects at the sane tine) are in this context "open."
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The "open" part woul d consist of the user access interface to the
data capture system and the data processing and anal ysis system
and data archives. The "open" part would by definition use SFDUs
and publicly avail abl e protocols.

2.3 SFDU SCENARI OS
2.3.1 SCENARI O A: ACCESS TO M SSI ON ARCHI VES ("A"s in Figure 2-1)

End users (e.g., scientists, spacecraft designers) may request
data froma past mssion. If such data exist, both the data and
their format description in a DDL can be obtained from the CA
responsi ble for their archive and will be delivered as SFDU
instances. (Note: it is assunmed that the archive is also a CA)

| f the end user during or after the m ssion generates data which
are considered worth retaining, they nmay be handed over to an
archive (e.g., a space science data center) in the formof SFDUs.

The SFDU i nstances will thereafter be maintained by the archive;

the related SFDU data format definitions wll be mintai ned by
t he responsi bl e CA

2.3.2 SCENARI O B: DATA PRODUCTS ACCESS ("B"s in Figure 2-1)

The space project allows access to sone portion of its data
processing facilities (e.g., an observatory) to end users and
archives which are not necessarily part of the project.

End users and archives which receive data from space data
processing centers would be able to interface with these
facilities wwth the sanme tools, provided all of themare able to
deliver SFDUs as output data structures.

A growng trend in mssions is to include nulti-disciplinary
scientists/users. In addition there are many cases where a new
project wishes to utilize the existing facilities at a user's
institution for science processing.

2.3.3 SCENARI O C. ACCESS TO SPACECRAFT TELEMETRY ("C' in
Fi gure 2-1)

In a space mssion which is supported by several agencies it is
concei vabl e that telenetry data acquired by the facilities of one
agency be processed using facilities of another agency or of an
end user (e.g., Principal Investigator). In this case it mght be
useful to provide the telenetry in the form of SFDUs after
conditioning (e.g., franme-synchronization, quality test, or even
calibration).

Data conditioning facilities may be required to send data to many
different data processing centers and, on the other hand, a data
processing center may receive input from a variety of data
acqui sition and conditioning facilities.
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Fi gure 2-1. I nformation Flow in a Typical
Space Data System
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SFDU structures would provide a uniform |ogical interface and
t hus considerably reduce investnments required to inplenent
interfaces to different data acquisition systens and their
particul ar data delivery formats.

2.3.4 SCENARI O D: ACCESS TO COWAND DELI VERY ("D' in
Fi gure 2-1)

The situation for cross-support for commanding is simlar to the
situation discussed in Scenario C

A command generation facility of an agency (
center) may require several ground stations of di
to radiate the commands to a spacecraft.

e.g., a contro
fferent agencies

If the command generation facility presented commands as SFDU
instances, an interpreter at the delivery facility could (using
the format definition for such commands) extract, e.g.,
spacecraft identification, radiation tinme, orbit predictions and
feed this information into the rel evant subsystens. The command
generation facility need not care about peculiarities of
i ndi vidual ground stations but only has to provide sufficient
information in a well defined SFDU

Simlarly, individual ground stations that accept SFDUs need not
be concerned about peculiarities of different command generation
facilities.

In general the SFDU data format definition giving the command
format woul d be known and verified beforehand and not be incl uded
wi th the commands for dynam c handling.

2.3.5 SCENAR O E: ACCESS FOR COMMANDI NG ("E"s in Figure 2-1)

End users (e.g., Principal Investigators) my be allowed to
command their instrument onboard a spacecraft under their own
responsibility. In this case, the access to the conmand system
could be "all owed" as shown in Figure 2-1.

Various instrunment-specific command planning facilities present
their requests for commands in the formof an SFDU to the command
generation facility, which integrates these commands wth others
and forwards them for transm ssion to the spacecraft using
Scenario D

It is also possible that sone end users share a command pl anni ng
facility and transmt to it their commanding requirenents in a
standardi zed form (i.e., SFDUs) for coordination, optimzation
and translation into nore spacecraft oriented terns.
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Figure 2-2. Miulti-Mssion Service (Scenario F)
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2.3.6 SCENAR O F: MULTI-M SSI ON SERVI CE (Figure 2-2)

Agenci es which provide service to several projects at the same
time will find the SFDU a useful concept for all nessage
transactions (telenetry, conmmand, radionetric, system status,
schedule, etc.) with the supported projects.

The ground systens which support nulti-disciplinary m ssions such
as the Spacelab and the Space Station, where individual
instrunents are changed out and the vehicle reflown, are other
exanpl es where the SFDU concept can be of benefit.
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3 CONCEPT OF OPERATI ONS: SFDU SYSTEM CONSI DERATI ONS

3.1 | NTRODUCTI ON

In this Section we discuss sonme of the details of how SFDUs are
defined, how instances are created, how they are stored and
transferred anong users, and how they are interpreted. This
di scussion will avoid abstract concepts and, instead, present
SFDUs in terns of concrete exanples. (The exanples are not
i ntended, however, to restrict the use of other techniques for
defi ni ng and exchangi ng SFDUs.)

An overview of the life cycle of an SFDU is shown in Figure 3-1.

This is a case study of one particular type of SFDU; other

scenari os are possible. Life begins with the definition of the
| ogi cal and physical structure of the data to be contained in the
SFDU. The data format definition is expressed in a fornal

| anguage so that it can be registered with a CA and distri buted
to SFDU users. The next step is to create instances of data units
which conform to the specified structure and include the
necessary identification; instances may be generated directly
from source data or from archived data. SFDU i nstances may al so
be stored for short-term project use or archived for |onger-term
access by other users. SFDU instances may al so be created for

di stributing data el ectronically over comruni cati ons networ ks or
via storage nedia (e.g., tapes or optical disks). The final step
is to interpret the SFDU, which neans to verify the
identification of the SFDU and extract the data it contains in a
useful form

3.2 SFDU STRUCTURE AND CONTENT

The invariance of the conceptual structure of an SFDU is an
i nportant key to its wutility. Physical representations in
computer menory, on storage media, and in electronic
comruni cations may differ. The conceptual structure, however,
must be maintained. For this discussion, the physical structure
of an SFDU is assuned to be a sequence of octets upon which a
conceptual structure is superinposed.

The top |l ayer of the conceptual structure divides all SFDUs into
conceptual parts consisting of a |abel and the data content.
These two parts contain the foll ow ng el enents:

SFDU:

Label :
Control Authority ldentifier
Version ldentifier
Class ldentifier
Dat a Descriptive Record Identifier
Length of Data Content Field

Dat a Cont ent:
User Data Structures
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Figure 3-1. Diagramof SFDU Life Cycle
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This structure is conpatible with Type-Length-Value (TLV)
encodi ng, where the type field contains the CA identifier,
version identifier, and data format and description (DDR)
Identifier; the length field contains the length of the data
content field; and the value field contains user data structures.
This encodi ng approach is the recommendation for the basic
structure of an SFDU, and is described in detail in Reference
[2]. In this recomendation, the type field includes a class
identifier and the value field (Data Content) of an SFDU i s nade
up of additional TLV structures. An exanple of this conceptua

structure incorporating a secondary |abel (or header) together
with two sets of user data is shown in Figure 3-2.

ADI. VERSION ID LABEL/
TYPE CLASS ID PRIMARY
— — HEADER
+ | ADI, VERSION ID
CLASS ID SECONDARY
L HEADER
v V
A
; T
USER
U L DATA
E V
T OTHER
L USER
v DATA

Figure 3-2. Sanple TLV Encodi ng of an SFDU

Note that the value field of this SFDU, which has a |length of
NNNN, is made up of 3 other TLV bjects. The first serves the
role of a secondary header, while the renmaining two contain user
dat a. In each TLV Object, the version nunber (1D) uniquely
identifies the abstract syntax of the | abel (type-length fields),
the class ID identifies the type of value field and the ADI
(Authority and Data Descriptive Record ID) uniquely identifies
the CA and DDR ID needed to obtain the format definition of the
value field fromthe CA. This abstract syntax of the conceptua
structure of an SFDU, based on TLV encoding, is standardized to
al l ow uni versal interpretation
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Uni que instance identifiers, tinme stanps, and other tags required
to distinguish SFDU i nstances of the sane DDR are included in
suppl enmentary headers as required by the application. In
addition, ancillary data such as calibration factors, references
to other data, and investigator's notes may be included in
suppl enment ary headers. However, guidelines for defining w dely
useful secondary headers may be established as well|l as standard
definitions for common itens such as tinme stanps.

The structure of the user data is left unspecified by CCSDS
al though, in the future, sone additional useful data structures
may be identified. The only requirenment is that the definition of
the structure be conpletely specified in a formal |[|anguage
recogni zed by CCSDS to facilitate the exchange of data within the
user community. A discussion of data format definition techniques
is presented in the next section.

3.3 SFDU DATA FORMAT DEFI NI TI ON

The key to "open" exchange of SFDUs is that their structure be
defined in terms that have an agreed-upon meaning and
interpretation. To ensure this, a formal specification is
required for each unique SFDU format. This specification nust be
expressed in a DDL which is machine readable, and can be
interpreted and processed automatically by supporting software.

Modern DDLs provide facilities for describing data in application
oriented data types and data structure terns (e.g., real nunbers,
arrays, records, files, relations). Such application oriented
data structures sinplify the progranmm ng task and | ead to higher
software portability, maintainability and reliability. Currently,
few space data systens nmke full use of these nodern software
data definition techniques.

As an exanple of data format definition using a progranm ng
| anguage, consider the follow ng Ada type definition of the SFDU
| abel :

Type CCSDS SFDU St andard_Label is

Record
CTRL_AUTH : SFDU_CONTROL_AUTHORI TY_I DENTI FI ER;
VERSI ON:  SFDU_VERSI ON_CCDE;
CLASS | D: SFDU_CLASS | DENTI FI ER;
SPARES: SFDU SPARE_CCTETS;
DDR I D: SFDU _DATA DESCRI PTI VE_I DENTI FI ER
LENGTH: SFDU_VALUE_FI ELD_LENGTH;

End Recor d;

This definition, which is given in a very high-level "abstract
syntax," is not conplete as it stands. Conplete definitions for
each of the conmponents nust be provided, down to their physical,
bit-level representations and |ocations ("concrete syntax").
Each different concrete syntax of the label is a different
ver si on.
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Note that the concrete syntax of a data structure used entirely
w thin the cl osed system environnent of a single machine normally
Is not specified by the user, but instead is left for the
conpiler to decide on. In an open systens data transfer
envi ronment however, the bit-level |ayout nust be specified by
the DDL (or resolved by use of a presentation protocol).
Therefore, DDLs to be used in a SFDU context nust allow bit-I|eve
syntax to be specified.

One DDL for defining all SFDU types would be ideal, but may not
be possible in practice, since different DDLs may be appropriate
for different objects or applications. The nunber of DDLs adopted
shoul d be controlled by the CCSDS and kept to a m ni num

SFDUs are not necessarily small and sinple objects; in fact, they
could have arbitrarily large size and conplexity. The structure
of SFDUs using TLV encoding enables the construction of
arbitrarily large and conpl ex data structures.

SFDU data format definitions should be stored using a data
dictionary associated wwth the CA initially under the | ocal DDR
I D as access key. Later on, nore sophisticated schenes could be
I mpl enent ed.

3.4 SFDU | NSTANCE GENERATI ON

SFDU i nstance generation is primarily a process of packagi ng user
data into the predefined data format, including the required
header information. Instance generation nmay be done at an early
stage of the life cycle (see Figure 3-1) for storing collected
data in the formof SFDUs, or it may be done at a |ater stage in
response to database queries or to orders for processed data from
an archi ve.

3.5 SFDU COMVUNI CATI ONS AND STORAGE

SFDUs can be exchanged between users either by electronic
communi cati ons or by exchangi ng storage nedia such as tapes or
opti cal disks.

SFDUs can be transferred as unstructured strings of octets. This
node of SFDU transfer could be supported either by transport
protocols operating over comunications networks, or by file
managenment systens using physical storage nedia. Wth these
approaches, a session protocol or nedia format woul d have to be
determ ned and i nposed by the user in order to read and wite the
SFDUs as structured objects.

A better nmethod of transferring SFDUs el ectronically would be to
transfer them as structured objects (i.e., l|label, supplenentary
| abel s, and structured user data) instead of as unstructured
octet strings. File transfer protocols or electronic nessage
handl i ng protocols could acconplish this. These higher |ayer
protocols free the user fromconcern wth the concrete syntax of
t he physical data structure.
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For data storage and retrieval, SFDUs may be organized and
accessed either through a conputer file managenent system or
t hrough a database nmanagenent system (DBMS). File nmanagenent
systenms treat SFDUs as sequences of octet strings. A nore
versatile and, sonetinmes, nore useful approach is to store data
under the supervision of nodern database managenent systens
(DBMSs). DBMSs provide many useful facilities which enable users
to identify and locate "interesting" data. These may include data
dictionaries, catalogs with cross-indexing capabilities, and
extensive search facilities.

Note that, no matter how the SFDU transfer occurs - transfer
protocol, file managenent system or DBMS - a physical transfer
service nust exist with the systemto handl e the protocol headers
or file formats. The transfer service would extract the SFDU
i nstance fromthe communi cation or storage format and pass it to
the interpreter

The above di scussion of communi cations and storage refers just as
much to SFDU data format definitions as to the actual SFDU
i nstances, since the text of a data format definition can be
packaged as an SFDU i nstance.

3.6 SFDU | NTERPRETATI ON

SFDU interpretation refers to the process of recognizing the
conceptual and logical structure of an SFDU i nstance, identifying
its conponent parts, and extracting the information it carries.

This process includes recognizing the |abel version and
interpreting the concrete syntax of the CA and format identifier.

The format identifier allows an SFDU i nstance to be associ ated
wWith the correct data format definition provided fromthe data
dictionary of the designated CA. The data format definition in
turn allows the correct interpretation of any additional |abels
and of the user data.

Application software can be constructed to interpret specific
SFDU data formats. The data format definition of a particular
SFDU, which is available from the responsible CA is used to
recreate the abstract data structure of the SFDU from the
transmtted string of octets representing the SFDU i nstance. The
handling of the |lowlevel details of this reconstruction are
carried out by the translation software that supports the fornma
DDL. This frees the wuser to concentrate on the | ogical
rel ati onshi ps and neani ng of the data.

In cases where the users who are exchangi ng SFDUs do not use the
same DDL, a "translator” of data definitions fromone | anguage to
t he other may be required.

Power ful software which will handle storage and distribution of
SFDUs corresponding to different DDRs can be constructed. Tabl e-
driven, DDL-specific processing techniques can handle a variety
of SFDU data format definitions. Some general purpose SFDU

| SSUE- 5 3-6 February 1987



CCSDS REPORT—SFDU OPERATI ONS: SYSTEM AND | MPLEMENTATI ON ASPECTS

interpreters can, therefore, be built. The required tables can be
generated for a large nunber of SFDU data format definitions by
automatically translating their specifications. This approach
offers high reliability, and would quickly pay off the initial
sof tware i nvestnent.

3.7 OPERATI ONS ON SFDUs

Defi ni ng abstract and concrete representations are only half the
job of defining a new data object. To bring data objects to life
their creators nust also define and inplenment operations to
mani pul ate, transform and transfer them In this section we
describe the essential "primtive" operations necessary to create
and transfer SFDU instances plus sone convenient extended
oper ati ons.

3.7.1 PRIMTIVE DATA OPERATI ONS

Two fundanmental kinds of operations on data objects are those
that create new data objects from conponent parts, and those that
extract conponent parts from objects. These operations my be
suppl ied by a progranmm ng | anguage (e.g., filling in an array) or
they may be defined as separate functions and procedures. The
advant age of defining separate functions and procedures is that,
gi ven an adequate set of such operations, applications software
can be nmade conpl etely independent of concrete data formats.

The essential operations on SFDU instances are to create or
assenble them and to interpret or unpack them into their
constituent parts. Various degrees of automation can be
associated with these operations. For exanple, the assenble
operation may take a CA and format ID, appropriately formatted
suppl enentary data (if required) and a set of appropriately
formatted user data, and produce a conplete SFDU instance. In
contrast, the create operation may take unformatted results from
a dat abase query, pick an appropriate format for the data, and
automatically fill in the CA version, class, format identifier,
and supplementary information. Simlarly, the unpack operation
may sinply separate out the mmjor conponents, whereas the
I nterpret operation nmay recognize a nunber of common user data
formats and directly extract nore useful informtion.

3. 7.2 EXTENDED " LI BRARY" OPERATI ONS

Conveni ent, higher-|evel operations on SFDU instances that can
sinplify applications software considerably include operations to
append data to an SFDU instance, to concatenate SFDU i nstances
within a surroundi ng SFDU "envel ope,"” and to extract data (SFDUs)
fromthese structures. These and ot her common operations derived
from practice enhance the utility of SFDUs by allow ng users to
easi |y conpose data sets for exchange.
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The append operation takes an existing SFDU i nstance and adds new
information such as results from processing, instrunment

calibration data, correlative data from anot her source, or sinply
expl anatory notes about the data. W assune that the original

SFDU structure allows such extensions or that a new SFDU i nstance
is created with the original as a conponent.

The concatenate operation takes a collection of existing SFDU
i nstances and packages themtogether as a single data unit. This
may be a convenient way to handl e i nage data, for exanple. Each
scan |line my be represented as an individual SFDU i nstance. The
conposite picture can then be conposed by concatenating the |ines
in a new SFDU i nst ance.

The extract operation is included to ensure that the append and
concatenate operations can be undone at a later tinme. This is
essential to enable users to extract arbitrary subsets of data
and freely conbine data fromdifferent sources.

3.7.3 DATA EXCHANGE OPERATI ONS

The essential operations for exchanging SFDU instances include
the ability to read and wite SFDU i nstances on physical storage
medi a (tapes, disks, diskettes, video disks, etc.), and the
ability to send and receive SFDU instances via conmunications
media. ldeally, these operations would be integrated with the
machi ne' s standard i nput and out put operations.

| deal ly, the read and wite operations would nake all the details
of the actual physical nedia transparent to the user. That is,
they woul d conpletely hide the I ower-level details of "internal”
media formats, sector and record sizes, record and file marks,
etc. Since the SFDU is an application-layer data object, it does
not address these |ower-level issues. Therefore, it is up to the
physi cal nedia industry and the inplenenters of the read and
wite operations to provide a presentation-layer service to
support the "open" exchange of SFDUs.

The send operation is conceptually very sinple. It may require
that a communications |link be established first by a user, or it
may be entirely automati c and nake the necessary connect itself.
The receive operation may or may not be directly initiated by a
user. Larger conmputer systens provide for receipt of
communi cations as an unattended user service. Personal conputers,
on the other hand, usually require users to set the nmachine to an
"aut o- answer" node when waiting for calls.

3.7.4 COMVON H GH LEVEL EXCHANGE OPERATI ONS

Many possi ble scenarios where SFDUs m ght be exchanged can be

i magi ned. The more common of these will warrant standard
exchange procedures that can be included as operations on SFDU
i nst ances. Operations to request a format definition, to
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register a new definition, and to browse a catal ogue of format
definitions are exanples of transactions with a CA. Simlar
operations may be supported to browse through a data catal ogue
and request data from an archive.

We assunme that common SFDU procedures for requesting and
exchanging format definitions will be established. The request
and regi ster operations construct such data units and send them
to the appropriate CA and wait for a reply. (The wait would
presumably be a suspended background operation.) The browse
operation is nore of an interactive database querying activity
whi ch may or may not be an operation on SFDU i nstances. However,
It invol ves exchanging informati on about SFDUs and coul d be built
usi ng SFDU i nstances to support the comruni cati ons.

3.8 OPERATIONS W TH SFDUs

The SFDU concept, conceived as a nechanismto greatly facilitate
the exchange and interpretation of data between heterogeneous
systems in an open environnment, is potentially much nore
significant since it may al so revolutionize the way in which data
are managed. Inherent in the concept is the notion of self
docunentation which potentially allows for highly automated
archiving, cataloging, distribution, and presentation of data to
user application systens.

Based on potential uses, several key types of SFDU transactions
have been identified. The first broad class of usage is for data
I nterchange, for which four major cases have been identified:

1. Ad hoc: Requests and responses (e.g., ad hoc DBMS queries
and responses) are characterized by a need for one-tinme or
i nfrequent use of a specific format. This is a good
application for generalized formats which are totally self-
describing (i.e., in-line DDR).

2. Frequently used formats: "Broadcast"” or other conmmonly used
formats (e.g., comon ancillary data formats) offer an
opportunity to optim ze use of transm ssion nedia by storing
the data formats at user sites and referencing required
formats based on SFDU | abel format identification after
transm ssion

3. Medi a exchange: Physical transfer of media may be
characterized by either of the above cases.

4. Real -time (or near-real-tine) conmunications: Applications
(e.g., payload data) which benefit from automated parsing of
SFDUs (perhaps in a processing-tinme-limted environnent).

The second broad class of usage is for archival storage, for
whi ch two mgj or cases have been identified:

1. On-1i ne: During the Space Station era it is anticipated
that very large volunes of data will be catal ogued and
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archived. The ability to autonmate at least the initia
categori zation and archiving process can be based on SFDU
i nformati on necessary for data interchange requirenents.

2. O f-line: Mich space data wll be useful for extended
periods of tinme if it can be interpreted long after it is
recorded. This inplies a need to preserve data formats, data
definition |anguage versions, etc., as well as, data for
extended tine periods.

The current |ack of practical experience with SFDUs, coupled with
the potential for revolutionary new ways of handling data
require that an evolutionary path for their devel opnent and
i npl ement ati on be recogni zed.

Annex C to this docunent, with three sections, titled "Initia
Qperations," "Internediate Qperations,” and "Advanced Operations”
provides a stimulus for thinking about the practical problens and
benefits associated with the evolutionary inplenentation of SFDU
concept s.
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4 CONCEPT OF OPERATI ONS: | MPLEMENTATI ON CONSI DERATI ONS

In this section inplenmentation considerations for SFDUs are
di scussed. These include questions of mapping the abstract data
structures into concrete data structures and nedia, practical
approaches to creating and maintaining data dictionaries and data
archi ves, and aspects related to the devel opnent and use of data
interpreters.

4.1 SFDU DATA STRUCTURE

An SFDU is a | abeled data object. The label is the key to the
interpretation of the data structure.

An idealized view of an "equival ence relation" for SFDU i nstances
(i.e., when are two SFDU instances "the sane?") would be that
they conveyed the same neaning so far as an interpreter was
concerned. For exanple, the floating-point values of telenetry
paranmeters grouped in an SFDU woul d be seen as the same SFDU by
an interpreter, although their physical representations in
speci fic machines may be different.

The view that two SFDU instances are equivalent if and only if
they have exactly the sanme form (i.e., identical bit-strings)
seens to be too restrictive, because there are many useful
encodi ngs of data onto physical nedia which differ only in | ow
| evel details, such as header formats or nunber of | ogical
records per physical record.

Two SFDU i nstances are equivalent if and only if: (a) they have
the sane abstract syntax, and (b) corresponding data values are
equal . It would be possible in this viewto have the "sane" SFDU
I nstance represented in two different versions of concrete
syntaxes as long as they were equivalent in the above sense.

This would allow potentially different encodings of the sane
abstract data structure, e.g., to store SFDUs on a floppy disk or
computer tape (which may require different physical data
structures or blocking factors), or to send data electronically
via electronic nmessage or file transfer protocol (which my
require different transparency protocols).

The | abel field denotes a specific SFDU data format definition.
An SFDU i nstance of the indicated SFDU data format definition is
a data object correctly interpretable according to the data
format definition.

4.2 SFDU DATA FORVAT DEFI NI TI ON

A data format definition is considered to be an expression in a
speci fied DDL.

An SFDU data format definition my be requested fromits CA by

giving its format ID. The data format definition could itself be
transmtted as the data content of an SFDU.
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4.3 SFDU | NSTANCE GENERATI ON

When needed, an originator generates an instance of a defined
SFDU, including the appropriate headers. The instance is then
ready for |ocal use, archive or transm ssion.

4.4 SFDU COVMUNI CATI ONS AND STORAGE

Al t hough the comuni cati on and storage domains are transparent to
SFDUs, the handling of SFDUs requires these aspects to be
consi der ed.

In the term nol ogy of the | SO Reference Mdel of OSI (1SO 7498)
and the CCI TT Reference Mddel of Message Handling Systens (CCITT
X.400), the SFDU i nstance generator is a user agent application
process, and it transfers the SFDU i nstance to the recipient user
agent using an agreed-to Application Protocol (layer 7). As part
of the transfer, Presentation entities in the originator's and
recipient's end systenms provide necessary adjustnents of the
concrete syntax to be used. This "agreenment” may of course be
unilateral, in the sense that the originator's Presentation
entity may sinply select the concrete syntax to be used. This is
particularly the style used for transfer via physical storage
medi a such as magnetic tape. The selection is certainly "agreed-
to" however, in the sense that the recipient's Presentation
entity uses the same concrete syntax to interpret the bits
recei ved

4.4.1 SFDU PHYSI CAL REPRESENTATI ON

SFDU instances nust be represented on physical nmedia using
specific mappings appropriate to the relevant physical nedia.
I nternal representations on |ocal peripherals are |argely
irrelevant but for the purposes of data exchange the
representati on on conputer conpatible tapes and fl oppy disks is
of interest.

In the long term it is hoped that tape standards w || be used,
but, for expediency in the short term this should be a matter of
negoti ati on between the parties concerned with regard to the
selection of a nutually acceptable convention. Exanples of
possi bl e conventions in this area woul d be:

- | SO 1001-1979( E) Tape Standard

- ANSI - st andar d t apes

- | BM st andard | abel tapes with a specific record structure or
generated using an IBMutility

- DEC t apes produced fromany of the relevant utilities

- ot her manufacturers tape conventions
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Simlarly floppy disk file conventions can be adopted from those
al ready i n existence.

4.4.2 ELECTRONI C TRANSFER PROTOCOLS

SFDU data format definitions typically appear as text files
(ASCI 1), and SFDU i nstances typically appear as transparent octet
strings. Transfer of individual SFDUs is provided by nessage
| evel protocols. Transfer of ASCI|I and "transparent” data files
are provided by nost available file transfer protocols (FTPs). In
the short term a w dely available and inexpensive proprietary
FTP may be used (e.g., those used with Decnet, SNA Tel email
M crocom Networking). In the long term the ISO FTP and the COTT
Rel i able Transfer Protocol are expected to be available and
wi dely inpl enent ed.

4.5 SFDU | NTERPRETATI ON

SFDU interpreters may be inplenented in different ways. Most wll
be able to handle only one DDL and only a predefined set of SFDU
data format definitions and will interpret SFDU instances in
predefi ned ways. Such interpreters would first verify the SFDU
data format definition by interpreting the |abel.

It is also possible to conceive a "universal" SFDU interpreter
capabl e of handling a wi de range of SFDU DDRs.

4.6 ARCH VES

Archives are facilities which hold data in short- or long-term
storage. For SFDU i nplenentations, we are interested in archive
I nterfaces which provide the basic service of sending SFDUs to
users in response to queries. The query may be sinply a request
for a particular SFDU i nstance or for an ordered set of SFDUs. If
SFDUs are not directly available, the SFDU i nstances need to be
generated fromthe contents of an archive.

The follow ng services may be provided at SFDU user interfaces to
archi ves:

- Accept requests fromusers (e.g., via public data network or
physical mail), specifying SFDUs required plus delivery
speci fications.

- Respond to request by sending SFDU i nstances by electronic
means or by physical transfer of storage nedia.

- Al'low interactive query of data holdings, i.e., access to
cat al ogues.

- Provide SFDU data format definitions on request. (This

| atter service would have to be added to existing archives,
or it could be provided by a new data dictionary facility.)
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The format of data in the archive is not of concern to the user.
CCSDS does not propose that the query |anguage for SFDU requests
shoul d be standardi zed at this tine.

4.7 DATA DI CTI ONARI ES

An SFDU data format definition is an expression in a DDL. A
primtive data dictionary service for SFDU users would be to
respond to a request for a data format definition by providing
the DDL expression. The DDL expression would itself be formatted
as an SFDU i nstance containing text.

O her data dictionary and rel ated concepts incl ude:

- conbining the definition with the data in one SFDU i nstance
(the definition could be text in a designated suppl enentary
| abel)

- providing references to data dictionaries and conponent data
definitions as part of hierarchical data definitions
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ANNEX A
GLOSSARY OF SFDU TERM NOLOGY
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ANNEX A - GLOSSARY OF SFDU TERM NOLOGY

ABSTRACT SYNTAX: identifies all the conponents of a data unit
and describes their conceptual structure.

ARCHI VE: a place in which data are preserved. Typically, an
archive will provide services for storing and catal ogi ng
collected data, and for retrieving selected data upon
request. Data delivered to and received from space-rel at ed
data archives should be in the form of SFDUs, although the
data nmay be stored internally in sonme other form

CLOSED DATA SYSTEM a data system that enploys standards
applicable at a service access port that are only expected
to be known to agents within the enterprise.

CONCEPTUAL STRUCTURE: the organization of a data object/unit
used for analytical or deductive reasoning about the
information it carries. A conceptual data structure may have
several formats, e.g., on different nedia.

CONCRETE SYNTAX: physical representation.

CONTROL AUTHORITY (CA): a collection of CCSDS nenber Agency
organi zations (Control Authority Ofices) under the auspices
of the CCSDS Secretariat, responsible for registering,
archiving, and distributing the data descriptive record
(DDR) upon request. Each Agency organi zation has agreed to
nmeet the m ni mum recomendati ons of CCSDS on CA operations.

DATA DESCRI PTI VE LANGUAGE (DDL): a formal notation for
speci fying the conceptual structure of data objects.

DATA DESCRI PTI VE RECORD ( DDR) : a set of DDL statenents that
convey the information necessary to parse the VALUE field of
a specific TLV Object.

DATA DI CTI ONARY (DD): a systemthat contains the definitions and
suppl ementary informati on which describe DDRs or data
el enent s/ obj ect s.

DATA ELEMENT: the small est named itemor itens of data for a
gi ven application.

DATA OBJECT: a collection of data elenments that are aggregated
for or by a specific application.

DATA SYSTEM a system of an enterprise with the goal to provide

services which satisfy the information needs of the
enterprise. Major operating facilities of the data system
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are: physical storage, data nanagenent, data retrieval, and
data mani pul ation facilities.

DATA UNIT: an aggregation of data objects which forns a single
data i nterchange entity.

FI ELD: an abstract conmponent of a data unit that is assigned a
| ength and a representation. The instance of a field is the
field value. Fields may be divided into sub-fields.

FORMAT: the assignnent of each of the data elements of a data
object to a field or sub-field and to a specific |ocation or
address on a given physical nmediumor in a device.

GLOBAL: pertaining to the CCSDS sphere of influence.

| NSTANCE: a data object, or a set of data objects, that exhibits
t he di stinguishing characteristics of its class. An instance
of an SFDU is one of a set of values for the data unit which
Is presented in a specified format. The term instance is
used where an individual data unit nust be distinguished
fromits format.

| NTERPRET: to explain or present in understandable ternms. SFDU
interpretation is the process of recognizing the format of a
data unit, identifying its conponent parts, and extracting
and presenting the information it carries.

LOG CAL REPRESENTATI ON: the assignnment of data type and data
structure attributes to the entities specified to a machi ne
(conputer) for a given application. Exanples of data type
attributes are real, integer, double precision, conplex,
| ogi cal (Bool ean), and character. Exanples of structura
attributes are scalar, array, fields, and | ogical records.

OCTET: a data object consisting of eight bits.

OPEN DATA SYSTEM a data system which offers its service to
custonmers outside the enterprise. These outside custoners
need to know how to operate a service access port. Thus they
must be able to: (a) communicate with the system (Db)
request data services, (c) accept data products, and (d)
el aborate the structure of these products according to
standard protocols and structuring rules defined in the
publ i c domai n.

PHYSI CAL REPRESENTATI ON: the assignnment of coded addresses to
the data structures placed on storage nedia or sent through
comuni cation networks and the | ogical representation of the
el ements that conprise these structures. In communications
the address specifies the datumls tenporal position. The
codification may vary from device to device and nediumto
medi um
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SERVI CE: work performed for the benefit of others. Nunerous
services are involved in the operation of open data systens,
i ncl udi ng: data collection, conversion, and storage
communi cation services; archive services such as catal og
gqueries and data distribution; and control authority
services such as registration and distribution of (DDRs).

SFDU: Standard Formatted Data Unit. SFDUs are data units that
conformto CCSDS recommendations for structure, construction
rules, and field specification definition.

TLV OBJECT: the fundanmental structural data object that is used
to build SFDUs. This object consists of a TYPE field,
followed by a LENGIH field, and this is followed by a VALUE
field. The flexibility of the VALUE field permts it, under
certain conditions, to contain conplete TLV Objects and/or
conpl ete SFDUs as part of its structure.

| SSUE- 5 A-4 February 1987



CCSDS REPORT—SFDU OPERATI ONS: SYSTEM AND | MPLEMENTATI ON ASPECTS

ANNEX B
LI ST OF ACRONYMS
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ANNEX B - LI ST OF ACRONYMs

ADI Aut hority and Data Descriptive Record Identifier

ANSI American National Standards Institute

ASCl | Aneri can Standard Code for Information Interchange

CA Control Authority

CaTT I nternational Tel egraph and Tel ephone Consultative
Conmittee

CCSDS Consultative Commttee for Space Data Systens

DBMS Dat a Base Managenent System

DDL Dat a Descri ptive Language

DDR Dat a Descriptive Record

DEC Di gi tal Equi prent Cor poration

ESA Eur opean Space Agency

FTP File Transfer Protocol

GSFC Goddard Space Flight Center

| D I dentifier

| BM | nt ernati onal Busi ness Machi nes

| SO I nternational Organization for Standardi zation

JPL Jet Propul sion Laboratory

NSSDC Nat i onal Space Science Data Center

03 Open Systens I nterconnection

SDI S Standard Data I nterchange Structures

SFDU Standard Formatted Data Unit

SNA System Network Architecture

TLV Type- Lengt h- Val ue

VDC- A- R&S Wrld Data Center A for Rockets and Satellites
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ANNEX C
EVOLUTI ONARY | MPLEMENTATI ON OF SFDU CONCEPTS
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ANNEX C —EVOLUTI ONARY | MPLEMENTATI ON OF SFDU CONCEPTS

1. | NTRODUCTI ON

A limted set of operational scenarios is presented in this
Annex. The activities described are neither conplete nor the only
ones possible to support the operational requirements. It is
assumed that a CA nechanism exists, and that this nechanismis
responsi ble for registering, archiving, and distributing format
definitions. A nore extensive discussion of the CA nechanismw ||
be found in the Control Authority Procedures Book when it is
I ssued.

Section 2, "Initial Operations” is provided to describe a m ni nrum
SFDU i npl ement ati on and uses the exchange of data between two
investigators as an exanple. The environnment described could
exist a few nonths after a CA is established.

Section 3, "Internediate Operations” is provided to describe an
SFDU i npl enent ation that includes the use of a DDL and gives two
exanpl es: (I) exchange of data between two investigators, and (2)
recei pt and nmanagenent of data in an archive. The environnment
described is an update from "Initial Operations" and assunes
general purpose software for DDL usage has been created.

Section 4, "Advanced Operations” is provided to describe an SFDU
i npl enentation that includes sophisticated operations on SFDUs,
and uses Space Station Information System Operations as an
exanpl e.

2. | NI TI AL OPERATI ONS
Envi r onnent

CAs have been established at GSFC and JPL, wth m nimum
gui delines from CCSDS through its agent WDC- A-R&S, |ocated at
NSSDC/ GSFC. A concrete | abel structure, and one or nore concrete
ext ended structures, have been published and recomended for use.
M ni mum requirenents for the definitions of a data structure, and
its content, have been defined. These cover the identification of
elements within the data structure, including a one-line
description of each element, the units of each elenent (as
appropriate), the representation used for each elenment,
definitions of the logical relations anong the elenments, the
physi cal |ocations of each elenment in the structure and a brief
description of the data structure. This information has been
descri bed on paper wusing text and FORTRAN format field
descriptors, and submtted to a CA for registration. This
conbi nation of text and FORTRAN format description has been used
as a primtive DDL, in which the semantic information contained
by the text is not machi ne usabl e.
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A large collection of data, structured according to the format
definition, has been stored on nmagnetic tapes in physical record
bl ocks and within file marks that are not part of the formt
definition. No SFDU encapsul ati on structure has been witten onto
the tapes. An associ ated piece of software has been witten by a
| ocal investigator for the machine associated with the data
storage. This software has the ability to read a sel ected vol une
of data, construct the appropriate SFDU encapsul ation bits (not
including any format information except the ID), and wite the
total block as a physical SFDU record w thout any operating
system specific control bits.

A second piece of software has been witten to read physical
records from tape, recognize the SFDU structure and format 1D,
and provide the user with various options:

1. Strip the SFDU encapsul ation structure and present the data
block to a third piece of software, selected on the basis of
the format 1D, that knows how to process the given format
(hard coded) for required applications.

2. W thout stripping the SFDU encapsul ati on structure, present
the SFDU to a fourth piece of software, selected on the
basis of format ID, that selectively processes the SFDU
I nstance based on specific content (e.g., find all SFDUs
corresponding to a specific tinme period and copy themto
anot her tape or output device).

The CA has been maintaining a paper file of format definitions
and the source of any software, known to it, that works on a
given format. A synopsis of each format (including data
structures supported) has been nmaintained on a database,
avai l abl e through dial-up or network access. A conpendi um of al
format definitions has been published and is planned to be
updated regularly.

Operations: Investigator-to-Investigator

I nvestigator A, with machine A requests a set of data from
I nvestigator B, who uses nmachine B. Investigator B inforns A that
he will provide the data on unl abeled tapes witten in SFDU
bl ocks. He will also send a copy of the format definition, as
registered with the CA, and copies of his interpreter software
written in FORTRAN 77. Investigator A receives the tapes,
docunentati on, and software and nmakes an analysis of the best
approach to generating operational software on his machine: (I)
nodi fy the 1/0 and word-dependent code of B's software to run on
machine A, or (2) use the format definition and generate new code
fromscratch. Eventually he obtains operational software with the
ability to strip the SFDU shell and present the data to his
application prograns.

I nvestigator A, although very busy, is supportive of the SFDU

approach, and therefore he notifies the responsible CA of the
exi stence of software conpatible with machine A to unpack data
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provided as SFDU structures with the specified format. He is
willing to make this software available to others, and to the CA

Assessnent: I nvestigator-to-Investigator

This scenario does not address all the significant, potential
problens (e.g., bit/byte position conventions), but it is useful
in highlighting many of them The major, and perhaps only,
advantage of using SFDUs in this manner is the existence of a
wel | -defined, and preserved, format definition. However, this
advant age shoul d not be underesti mat ed.

The probl em of software devel opnent, validation, maintenance, and
distribution is readily apparent. This involves software
operating on various machi nes under different operating systens.
No CA has access to all the necessary machine types. WDC- A-
R&S/ NSSDC coul d archive and distribute the software, but could
not guarantee that it was operational.

There is a great potential for format registration explosion, at
| east until there is a known body of software and a publication
of format definitions is supported.

3. | NTERMEDI ATE OPERATI ONS
Envi r onnent

CAs have registered a format ID that corresponds to a standard
SFDU encapsul ati on structure using a DDL to conpletely describe
the data content. In response to a request for information on
this format, the CA can provi de docunentati on describing the SFDU
encapsul ation structure and the DDL, and general purpose software
to pack and unpack data into or out of this structure. The actual
data content, including units, is not known until an SFDU
instance is available for exam nation. The software is avail able
for a nunmber of machines, having been provided by cooperative
(actual ) users.

Some | arge collections of data have al so been stored on optical
di sks, in a structure which is not an SFDU i nstance, but in sonme
cases contains SFDU structures (instances). (Note: At the tinme of
writing, optical disk storage structures have not been
standardi zed with respect to operating system access. This nust
happen if optical disks are to be exchanged in the future with at
| east as nuch conpatibility as magnetic tapes are today. It is
assuned that there exists sufficient hardware conpatibility to
make optical disks a reasonable nmediumfor data exchange in this
envi ronment . )

The CA has put all machine-readable format definitions into a
dat abase that is searchable in various ways (browse capability).
These format definitions can be downl oaded to requester machines
under requester initiative.
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OQperations: Investigator-to-Investigator

Assum ng that investigator B has obtained the software to wite
his SFDUs in a structure using a DDR and an approved DDL, he
informs investigator A of the appropriate format | D and suggests
he contact the CA to obtain the software for the A machine.
I nvestigator A does this and readily brings up the interpreter
software on his machine. Investigator B sends the nmagnetic tapes,
or a conpatible optical disk, or a networked file of SFDU data
bl ocks, to A for processing. Investigator A wites an interface
program to select, from the general purpose SFDU DDL unpacki ng
package (interpreter), the data needed and pass it to his
application program This is much |less software than he had to
wite previously, and it can probably be used for other data as
wel | .

Assessnent: |nvestigator-to-Investigator

A maj or assunption concerning the availability and utility of
general purpose interpreter software for various machines had to
be made. This inplies that the devel opnent effort to obtain the
interpreter software for various operating systens and DDLS is
considerably less than that needed to permt the required data
exchanges w thout the SFDU approach. Limting the nunber of
approved DDLs will be necessary. Once past this hurdle, there is
consi derabl e incentive to use the SFDU approach in this scenario.

Operations: |nvestigator-to-Archive

I nvestigator A wishes to send data to an archive (e.g., NSSDC)
and contacts the archive to receive instructions. The archive
reconmends the data be sent as SFDU instance and provides the
I nvestigator with m ni mum content-docunentation requirenents. It
suggests that the first SFDU i nstance on each physically distinct
medi um contain a block of text describing the contents of that
medi um (e.g., brief descriptions of the data set, how many SFDU
bl ocks are on the nmedium an upper limt of the block sizes, a
list of SFDU Authority/Format I1Ds, etc.) that it proposes to use
to help manage the data. It suggests that individual SFDU
I nstances correspond to bl ocks of data that the investigator has
found convenient to process, and that each block contains an
i nstance identifier such as a date/tinme stanp.

I nvestigator A agrees to send his data in SFDU structures because
he has the general purpose software using a DDL to do the
packagi ng. His structures will be self-defining through the
inclusion of a DDR in the first SFDU instance of each nmedi um
Each physical record block will be formatted as an SFDU i nst ance.
He prepares several magnetic tapes in this way, and sends themto
the archive with a cover letter indicating maxi num physical
record sizes, nunber of tapes, nunber of end-of-files, recording
density, etc. The docunentation needed to parse the data and to
relate data elenments to each other is included in the SFDU
i nstance as a conbination of text and format definitions. (Note:
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the SFDU i nstance coul d al so have been transmtted over a network
into a storage buffer at the archive with the file nanme
referenced in a cover letter sent by electronic mail.)

The archive receives the set of data and uses its general purpose
SFDU/ DDL software to display a list of the content of the first
SFDU i nstance. An archive scientist interactively exam nes the
docunentati on for conpleteness. \Wen it has been approved, the
data becones a candidate for automatic scanning and parsing to
extract the necessary information for entry into the archives
online directory and catalogue. The required inventory
information is extractable, using the DDL and general purpose
unpacki ng software. The resulting information is entered into and
managed by a DBMS Directory/Catal ogue system The data set is
physically stored, still in SFDU structure, on magnetic tape or
on optical disk. This approach allows the archive to service
requests for data elements by sinply reproducing the entire set
of data (or a subset of the SFDU) in SFDU form or by extracting
specific elements fromthe data set and packaging themin an SFDU
structure for distribution.

Assessnent: Investigator-to-Archive

There are many inportant details that have not been addressed in
this scenario, and that need to be clarified to ensure SFDU
validity. Again, the existence of a DDL and general purpose
software is crucial. The potential for greatly facilitated access
to the data wll also create an environnent that supports better
docunentation, leading to a qualitative inprovenent in data
managenent .

4. ADVANCED OPERATI ONS

Advanced stages of operations with SFDUs involve a nunber of
technol ogi es that are not in conmopn use everywhere today and nmay
not be fully integrated in data systens for some tine to cone.
Nonet hel ess, it is inportant to describe a futuristic scenario to

expl ain what may be achieved with a full inplenmentation of the
SFDU concept. This story conbi nes several scenarios, including
i nvestigator-to-investigator, investigator-to-archive, and

i nvestigator-to-renote-instrunent data exchange.
Envi ronnment :

CA services have reached a mature |evel of automation. They
regul arly support ad hoc data dictionary queries about data val ue
ranges, units of neasure, and format definitions. Data format
definitions can be supplied in any of several standard DDLs and
val i dated software for interpreting SFDUs is available for a w de
variety of machi nes.

Data archives maintain data, internally, in a mxture of SFDU and
non- SFDU fornms. However, users see only the SFDU form Non- SFDU
data is distributed either by repackaging it as SFDU instance
(e.g., to send it over a comunications network) or by providing
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Interface software that fornms SFDU i nstance at read tine (e.qg.,
to read non-SFDU digital optical disks). In addition to storing
and retrieving data, archives regularly create "new' data for
users by correlating data from different sources, converting
coordi nates, <calibrating, correcting for aberrations, and
resanpling data.

Qper at i ons:

A scientist, working at home, is trying to repeat an experi nment
on Space Station, that had produced inconclusive results when it
was flown on an earlier Spacelab m ssion.

The scientist is able to control his (her) instrunments and
coordi nate their operation with other payload and platform
subsystens by exchangi ng nessages (in the formof SFDU i nstances)
t hrough a ground-based communi cations network and the Space
Station Information System This runs very snoothly because al
the command and data format definitions are maintained within the
data system

As the experinment proceeds, the scientist begins to develop a
t heory about what went wong in the earlier experinments. To
confirmhis theory and inprove the chances of success for his own
experinment, he needs to conpare sonme of the results collected
during the earlier Spacelab mssion. The only trouble is that he
has no idea where these data reside or what formthey are in.

Hs first reaction is to send a nessage (another SFDU instance)
to his coll eagues at Kal amazoo U. to see if they know anything
about the data he needs to look at. This nmessage is routed
t hrough the communi cations network to the University's conputer
system It turns out that his friends no |onger have copies of
any of the data, but they are able to give him sone key
information (via a return SFDU instance) about instrunment
identification codes and the tinme periods when the experinent had
oper at ed.

His next step is to contact the ESA SFDU CA at ESA Space
Operations Centre in Darnstadt, West Germany, for whatever
i nformation they can provide. This contact is nade over an
interactive data comunications link that allows himto browse
ESA' s catalogue of format definitions. He is quickly able to
focus his search for data formats associated with the instrunents
used in the experinent, and is able to identify the paraneters he
Is looking for. The catalogue also indicates that all data
associated with that m ssion are archived in NASA s NSSDC.

The data, however, are not stored in SFDU form since they were
coll ected before the SFDU structure and |abels had been
standardi zed by the CCSDS. The steps required to transformold
data into SFDU i nstance for exchange are routine operations now
at the NSSDC. Wthin a few hours of the request, the NSSDC
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completes the retrieval and reformatti ng operati ons and sends the
i nformati on out on the comunications network which routes it to
our scientist.

By conparing the data collected fromthe earlier mssion with new
data he has collected on the Space Station, our friend is able to
confirm his hypothesis about what had conprom sed the earlier
experiment. H's next steps are to reconfigure his instrunents and
nmodi fy his real-tinme processing algorithnms to avoid the pitfal
he has di scovered. These tasks are acconplished by a series of
command and data exchanges (all via SFDUs) with the Space
Station.

Assessnent :

We assune that our scientist's new experinment is successful and
that his scientific discoveries lead to inportant scientific
i nsights. Not every possible form of SFDU exchange has been
hi ghlighted in this story, but it does convey the idea that SFDUs
will fully support all aspects of space data interchange.
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